




Please request our latest brochures and fire seal selector pack. 
Also the latest edition of the Astroflame Group CD is now available 
to view in your browser off-line. Suitable for PC or Mac systems.
Featured on the CD and website is an on-line order and 
quote system for fast and effective pricing of products.
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Sash Window & Patio Door Seals

Replacement and retrofit sash window seals and patio door
seals to weatherproof, draughtproof, conserve energy and
reduce intrusive noise.

A durable seal designed for verticals of timber
box sash windows. Smooth moving friction free
flippers unaffected by paint or stains. Can be 
fitted in a 10x10mm Carrier facilitating easy 
removal of the paring bead for sash window
maintenance. Available in White or Brown in 
3M lengths.

To order, quote Ref No.
White - ADPB01WX     Brown - ADPB02BX

Sash Window 
Parting Bead Seals

White or Brown - 3M lengths.

To order, quote Ref No.
White - ADPBBW     Brown - ADPBBB

Parting Bead 
Brush Seal

Sash Seals - retrofit solution. If groove size is 
a problem try this Carrier which screws into 
the original parting bead groove to provide a
locator for the parting bead seal. White or
Brown, available in 3M lengths.

To order, quote Ref No.
White - ADPB01WXC     Brown - ADPB02BXC

Parting Bead Carrier

A flexi-polymer seal ideal for the top, 
bottom and meeting rail of sliding 
windows. Available in White or Brown 
in 3M lengths.

To order, quote Ref No.
White - ADIM02W     Brown - ADIM02B

Imply

White or Brown. 2.4M lengths

Staff Seal

To order, quote Ref No.
White - ADSTAFFW     Brown - ADSTAFFB

Astro Carripile CP Seal
Used as an alternative to Imply. Ideal for top, bottom and meeting rails 
of patio doors etc. PVCu carrier and polypropylene fin pile for added
weather protection.

Offset leg type. Brown/Brown or
White/White Carrier/Brush options.
Brush pile 6.5mm height x 2200mm
long strip.

CP1

Centre leg type. Brown/Brown or
White/White Carrier/Brush options.
Brush pile 6.5mm height x
2200mm long strip.

CP2

To order, quote Ref No.
White - ADCPIW    Brown - ADCPIB

To order, quote Ref No.
White - ADCP2W    Brown - ADCP2B

Astro Carripile CP Seal - 
Self Adhesive
For top, bottom and meeting rails of patio doors etc. PVCu 
carrier and polypropylene fin pile for added weather protection. 
Self-adhesive backing for speed and ease of fitting.

Self adhesive type. Brown/Brown 
or White/White Carrier/Brush 
options. Brush pile 6.5mm height 
x 2200mm long strip.

CP3

To order, quote Ref No.
White - ADCP3W    Brown - ADCP3B

D R A U G H T  &  W E A T H E R  S E A L S

Sash windows are an intrinsic part of a period house and should be 
repaired rather then replaced if it is at all possible. The most important
step in the process is measuring existing windows carefully. The exact
places to measure, and the tolerances will vary from manufacturer to
manufacturer, so decide on the brand of replacement sash before
starting. Sometimes a window can be improved considerably without
replacing the entire unit by just replacing the sash, so you don’t have to
replace the existing jambs and casing. This option is particularly helpful
if there is no need to change the size or location of the windows.

To find the width, measure from the inside of the jamb on one side 
of the window to the inside of the other side of the window. Measure 
at the bottom, middle and top of the window. Use the narrowest 
measurement for the width of your replacement window. To find the
height, measure from the top of sill to the bottom of window’s head
jamb. Measure at the left, middle and right of the window. Use the
shortest measurement for the height of your replacement window.

NOTE: using the smallest measurements ensures that the 
replacement window will fit inside the existing window frame. 

Renovating Sash Windows



ORDER ON-LINE AT: www.astrodraft.com OR CALL: 0800 023 2482

05PX COM Brown or White
9mm x 5.5mm  100M coils only.

To order, quote Ref No.
White - ADPP9100W    
Brown - ADPP9100B

P Profile 
Door/Glazing Seal

Door & Glazing Seals

Easy fit compression seals for draught and weather sealing
doors and windows. Suitable for all types of doors and 
windows and void filling. 

EX COM Brown or White
9mm x 4mm  100M coils only.

To order, quote Ref No.
White - ADEC94100W    
Brown - ADEC94100B

E Profile 
Door/Glazing Seal

VX COM Brown or White
9mm x7mm  100M coils only. 

To order, quote Ref No.
White - ADVC94100W    
Brown - ADVC94100B

V Profile 
Door/Glazing Seal

Brown or White
3mm x 5mm x 6mm diam. seal
100m coils only.

To order, quote Ref No.
White - ADTBX6W    
Brown - ADTBX6B

Tubex 6mm 
Door Glazing Seal

Astro Weatherstop WS Seal 

Door Bottom Seals

Weatherbar / Waterbar seal to
stop the ingress of rainwater 
under exterior doors. Conserve
energy, block draughts and 
reduce intrusive noise with a
single product. 

Dual hardness seal.
Brown only
Available in 2.4M lengths only.

To order, quote Ref No.
Brown - ADWSO4BX

An Aluminium carrier in Mill or Gold 
finish containing a Black Brush pile in 
various lengths. Carrier Colour Mill (M) 
or Gold (G) Lengths of Carrier 914mm 
or 2134mm Brush Length 22mm, 30mm,
40mm or 50mm.

To order, quote Ref No.
ADHCAR/M or G/914 or 2134/Brush Length

Astro H Carrier

An Aluminium carrier in Mill or Gold
finish containing a Brown Schlegel 
Q-Lon draft seal to be used for the
majority of door or window applications
requiring a retro fitted seal. Carrier
Colour Mill (M) or Gold (G) Lengths 
of Carrier 914mm or 2134mm.

To order, quote Ref No.
ADQL/M or G/914 or 2134

Astro Q-Lon Retro Seal
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ASTRO ASP SEAL

To Order & Specify Please quote
Quantity / Trade Name / Type / Colour / Product Ref
For Example
10 / ASTRO ASP SEAL / SINGLE DOORSET / BLACK / AFASP/SD/BLK
10 / ASTRO ASP SEAL / 2100MM / WHITE / AFASP/WHT 

Acoustically and Smoke tested on proprietary fire doors, 
suitable for new and retrofit. Black, Brown or White. Door 
bottom seals - rebated or surface mounted.

ASP Seal
A co-extruded PVC, acoustic and smoke perimeter self adhesive seal.
Located in the protected corners of rebated timber or steel door
frames / sets. ASTRO ASP SEALS have been acoustically and smoke
tested on proprietary fire doors medium temperature (smoke doors),
equivalent to BS476 part 20 and 22. Suitable for new and retrofit 
applications the seals are quick and easy to apply. Located around 
rebated frames of single or double broad butt hinged doors and windows.
The Min / Max Gap is 3mm to 5.5mm. Size 12mm x 12mm. The Astro
Acoustic & Smoke Perimeter seal is manufactured from a rigid and
flexible flame retardant PVC, complete with an aggressive self adhesive
backing tape on both sides of the rigid carrier. For full acoustic and
smoke sealing the ASTRO Acoustic & Smoke Perimeter seal (ASP)
should be used in conjunction with a rebated (ASDB) or surface
mounted (ASDBSM) door bottom seal and where required perhaps 
a disabled access threshold seal. 

Availability
2100mm lengths, Single Door Sets (2 x 2100mm, 1 x 1000mm)
Double Door Sets (3 x 2100mm)
Colours
Black, Brown or White 

ASDB Seal (Rebated Version)
ASTRO ASDB SEAL is a automatic door bottom seal which is spring loaded
to lift clear of the floor as soon as the door leaf is opened by a few millimetres.
An acoustically designed seal for rebated applications. mounted into a
13mm x 28mm groove that has been morticed into the bottom edge of the
door, it is operated automatically by pressure against the door jamb on its
adjusting screw and seals when the door closes and retracts automatically
when the door is opened. Can be fitted inside (lock side using bumper 
provided) or outside of the door (non lock side) Tested for durability 200,000
cycles completed without failure for fire rated smoke doors. 14mm maximum
drop, Graduated Scissor action (seal drops on hinge side before lock side).
Suitable for all types of wood and metal doors. Noise reduction index
RW37dB. RW45dB also available.

Min/Max Gap: 3mm/13mm.
Seal Lengths: 330mm, 430mm, 530mm, 630mm, 730mm, 830mm,
930mm, 1030mm, 1130mm and 1230mm. Seal can be cut back by
95mm. Anodised Satin Clear finish.

ASDB Seal (Surface Mounted Version)
ASTRO ASDB/SM SEAL is a automatic door bottom seal which is
spring loaded to lift clear of the floor as soon as the door leaf is
opened by a few millimetres. An acoustically designed seal for face
mounted applications. It is operated automatically by pressure against
the door jamb on its adjustment block and seals when the door
closes and retracts automatically when the door is opened. Can be
fitted inside (lock side using bumper provided) or outside of the door
(non lock side) Tested for durability 200,000 cycles completed without
failure for fire rated smoke doors. 14mm maximum drop, Seal drops
on hinge side before lock side. Suitable for all types of swing doors. 
Noise reduction index RW37dB.

Min/Max Gap: 3mm/14mm.
Seal Lengths: 330mm, 430mm, 530mm, 630mm, 730mm, 830mm
930mm, 1030mm, 1130mm and 1230mm. Seal can be cut back by
95mm. Anodised satin clear finish.

Acoustic & Smoke Perimeter Seals 
ACOUSTIC

RATED
ACOUSTIC

RATED

TRADE NAME: ASTRO ASP SEAL / ASTRO ASDB SEAL

To Order & Specify Please quote
Quantity / Trade Name / Size / Product Ref
For Example
10 / ASTRO ASDB SEAL / 930MM  / AFASDB/930
10 / ASTRO ASDBSM SEAL / 1030MM / AFASDB/SM/1030  

D R A U G H T  &  W E A T H E R  S E A L S
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To Order & Specify Please quote
Quantity/Trade Name/Colour/Size/Product Ref
For Example
100NO/ASTRO QUAD SEAL/WHITE/10mm/AF1004QWHT

Four Seals in One. CERTIFIRE Approval. BS476 Part 22 & 31.1.
BS EN ISO 140-3 30 or 60 minute rated types. LANTAC Building
Control Approval. NHBC Type Approval. Smoke Seal to 100,000
cycle test. Meets Approved Document B. Meets Approved 
Document E. Meets Approved Document M. 5 Popular sizes.

Intumescent Fire, Smoke, Acoustic & Thermal Seals for fire door 
assemblies - Four Seals in One! The complete solution for fire, smoke,
acoustic & thermal containment.

An Astro intumescent graphite based fire seal combined with a Schlegel
Aquamac Smoke, acoustic & thermal seal all contained within a PVC
sleeve fitted into a rebate to either the leaves or the frame will, in the
event of a fire, expand (intumesce) to many times its original volume and
seal the gap around the door to provide a safe and effective barrier
against the passage of fire, smoke and hot gases. Astroflame Quad 
Seal provides a permanent barrier to Fire, smoke, acoustic, and thermal
applications. Astro Quad seal is the only product on the market to offer
Four solutions in one seal, fire & smoke to meet Document B combined
together with a low friction acoustic & thermal seal to satisfy Document E
and Document M.

All Astro Quad seals are supplied with a self adhesive backing tape as
standard to facilitate quick and easy fitting. The seals are available in a
choice of colours to suit your requirements or blend with decor.

Colours:
White Pvc Casing & White Aquamac Seal
Brown Pvc Casing & Brown Aquamac Seal 
Black Pvc Casing & Black Aquamac Seal

Other Pvc Casing colours available:
Red, Cream, Grey, Light Brown, Beech, Beige, Teak & Blue

TRADE NAME: ASTRO QUAD SEAL

Astro Quad Seal

NHBC
Type Approval

Product Ref Fire Rating Profile Size Colour Lengths

AF1004 QBLK 30min 10mm x 4mm Black 2.1m/1.05m

AF1004 QBRN 30min 10mm x 4mm Brown 2.1m/1.05m

AF1004 QWHT 30min 10mm x 4mm White 2.1m/1.05m

AF1504 QBLK 30min 15mm x 4mm Black 2.1m/1.05m

AF1504 QBRN 30min 15mm x 4mm Brown 2.1m/1.05m

AF1504 QWHT 30min 15mm x 4mm White 2.1m/1.05m

AF2004 QBLK 60min 20mm x 4mm Black 2.1m/1.05m

AF2004 QBRN 60min 20mm x 4mm Brown 2.1m/1.05m

AF2004 QWHT 60min 20mm x 4mm White 2.1m/1.05m

AF2504 QBLK 60min 25mm x 4mm Black 2.1m/1.05m

AF2504 QBRN 60min 25mm x 4mm Brown 2.1m/1.05m

AF2504 QWHT 60min 25mm x 4mm White 2.1m/1.05m

AF3004 QBLK 60min 30mm x 4mm Black 2.1m/1.05m

AF3004 QBRN 60min 30mm x 4mm Brown 2.1m/1.05m

AF3004 QWHT 60min 30mm x 4mm White 2.1m/1.05m

ACOUSTIC

RATED
ACOUSTIC

RATED

M A N U F A C T U R E R S  O F  PA S S I V E  F I R E  S T O P  P R O D U C T S

Fire & Smoke Seals

Intumescent fire seal with black 
neoprene single blade draft seal.

TRADE NAME: ASTRO STRIP SB

Fire & Smoke Seals

Intumescent fire and smoke seals for 
a safe and effective barrier against fire, 
cold smoke and hot gases.

TRADE NAME: ASTRO STRIP FS

To Order & Specify Please quote
Quantity/Trade Name/Product Ref/PVC Colour
/Brush Colour/Length
For Example
100NO/ASTROSTRIPFS/AF1504FS/WHITE/GREY
BRUSH/2.1M

To Order & Specify Please quote
Quantity/Trade Name/Product Ref/PVC Colour/Length
For Example
25NO/ASTROSTRIPSB/AF1004SB/RED/2.1M

OSTROflame

Carrier Colours
White, Brown, Light Brown, Red 
Black, Cream and Grey. Any BS colour 
or wood effect to special order.

INTUMESCENT FIRE SEALS
• Certifire approval • LANTAC Building Control Approved
• Passed at BS476 Part 22 & 31.1 • 30 or 60 min rated types

• NHBC TYPE Approval

Intumescent fire and smoke seals for fire door assemblies.
An Astro intumescent graphite based fireseal contained within a pvc sleeve
fitted into a rebate to either the leaves or the frame will in the event of a 
fire expand (intumesce) to many times its original volume and seal the gap
around the door to provide a safe and effective barrier against the passage
of fire, smoke and hot gases. Astroflame Intumescent Fireseals are available
with or without a cold smoke seal in the form of a nylon pile.

Astro Quad Seal

Four seals in one, Fire, Smoke, 
Acoustic and Aquamac Thermal Seal.

TRADE NAME: ASTRO QUAD SEAL

To Order & Specify Please quote
Quantity/Trade Name/Product Ref/PVC Colour/Aquamac Colour/Length
For Example
50NO/ASTROQUADSEAL/AFI504Q/WHITE/BLACK/2.1M

Packing details for all types
10mm seals ..........................................................................50 lengths per pack
15mm seals ..........................................................................25 lengths per pack
20mm seals ..........................................................................25 lengths per pack
25mm seals ..........................................................................25 lengths per pack
30mm seals ..........................................................................25 lengths per pack

Fire Only Seals

Intumescent fire seals for use 
where no smoke sealing is required.

TRADE NAME: ASTRO STRIP FO

To Order & Specify Please quote
Quantity/Trade Name/Product Ref/PVC Colour/Length
For Example
50NO/ASTROSTRIPFO/AFI504FO/BROWN/2.1M

Fire & Smoke Seals

Intumescent fire seal with black
neoprene twin blade draft seal.

TRADE NAME: ASTRO STRIP TB

To Order & Specify Please quote
Quantity/Trade Name/Product Ref/PVC Colour/Length
For Example
75NO/ASTROSTRIPTB/AF1004TB/CREAM/2.1M

Product Ref Fire Rating Profile Size Lengths
AF1004 Q 30min 10mm x 4mm 2.1m/1.05m

AF1504 Q 30min 15mm x 4mm 2.1m/1.05m

AF2004 Q 60min 20mm x 4mm 2.1m/1.05m

AF2504 Q 60min 25mm x 4mm 2.1m/1.05m

AF3004 Q 60min 30mm x 4mm 2.1m/1.05m

Product Ref Fire Rating Profile Size Lengths
AF1004 FO 30min 10mm x 4mm 2.1m/1.05m

AF1504 FO 30min 15mm x 4mm 2.1m/1.05m

AF2004 FO 60min 20mm x 4mm 2.1m/1.05m

AF2504 FO 60min 25mm x 4mm 2.1m/1.05m

AF3004 FO 60min 30mm x 4mm 2.1m/1.05m

Product Ref Fire Rating Profile Size Lengths
AF1004 FS 30min 10mm x 4mm 2.1m/1.05m

AF1504 FS 30min 15mm x 4mm 2.1m/1.05m

AF2004 FS 60min 20mm x 4mm 2.1m/1.05m

AF2504 FS 60min 25mm x 4mm 2.1m/1.05m

AF3004 FS 60min 30mm x 4mm 2.1m/1.05m

Brush Colours
Grey, Black or White.

Brush Colours
Grey, Black or White.

Colours
Neoprene single blade in black.

Colours
Neoprene twin blade in black.

Product Ref Fire Rating Profile Size Lengths
AF1004 SB 30min 10mm x 4mm 2.1m/1.05m

AF1504 SB 30min 15mm x 4mm 2.1m/1.05m

AF2004 SB 60min 20mm x 4mm 2.1m/1.05m

AF2504 SB 60min 25mm x 4mm 2.1m/1.05m

AF3004 SB 60min 30mm x 4mm 2.1m/1.05m

Product Ref Rating Size L.
AF1004 TB 30min 10mm x 4mm

AF1504 TB 30min 15mm x 4mm

AF2004 TB 60min 20mm x 4mm

AF2504 TB 60min 25mm x 4mm

AF3004 TB 60min 30mm x 4mm

2.
1m

/1
.0

5m

NHBC
Type Approval

NEW
PRODUCT

NEW
PRODUCT

Call us today on 0800 023 2482 for your FREE Fireseal Selector Pack

4 IN 1 
QUAD SEAL

Fire  Smoke  Acoustic  Thermal

M A N U F A C T U R E R S  O F  PA S S I V E  F I R E  S T O P  P R O D U C T S

For Fire Seals think...
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The Aquamac Range

Schlegel - AQUAMAC Weatherseal for timber windows and doors.
The only non-rot weatherseal specifically for timber windows and
doors AQUAMAC weatherseal has been developed in consultation
with Schlegel customers to offer the widest range of seals possible 
for timber windows and doors. 

The unique design has made Aquamac impervious to paint 
and stain, while still providing some of the best energy saving 
performance characteristics currently available. 

Specifically designed to meet the different demands of timber 
windows and doors, AQUAMAC maintains consistently high 
standards of energy efficiency, often exceeding any long-term
window performance guarantees. 

B = Brown   W = White   BLK = Black

Schlegel AQUAMAC - Draught proofing for timber doors & windows

Aquamac Features

■ Available in 3 standard colours - white, brown and black.  

■ Backed by a LIFETIME GUARANTEE.

■ Compensates for window movement.

■ Conforms to BS644/BBA approved.

■ Doesn't shrink or stretch, even in extreme climatic conditions. 

■ Excellent memory - retains its original 
shape for a consistent weatherseal.

■ Exceptional performance maintained
over a wide temperature range. 

■ High wear resistance reduces wear and tear.

■ Immune to the effects of UV light and ozone.

■ IMPERVIOUS TO PAINT AND STAIN - 
reducing decoration maintenance costs.

■ Lower insertion forces speed up fitting by 15%. 

■ Environmentally friendly - CFC free  
outstanding energy efficiency.

■ Water repellent foam is unaffected by rot, mould or mildew.

■ Will not freeze to mating surfaces.

Available only as a coil in 
100 metre or 250 metre lengths
ADAM120/COLOUR

Aquamac 120

Available only as a coil in 
100 metre or 250 metre lengths
ADAM21/COLOUR

Aquamac 21

Available only as a coil in 
100 metre or 200 metre lengths
ADAM33/COLOUR

Aquamac 33

Available only as a coil in 
100 metre or 350 metre lengths
ADAM48/COLOUR

Aquamac 48

Available only as a coil in 
100 metre or 200 metre lengths
ADAM4846/COLOUR

Aquamac 4846

Available only as a coil in 
100 metre or 300 metre lengths
ADAM63/COLOUR

Aquamac 63

Available only in 2100mm lengths 
ADAM89/COLOUR

Aquamac 89

Available only as a coil in 
100 metre or 250 metre lengths
ADAM109/COLOUR

Aquamac 109

Available only as a coil in 
100 metre or 125 metre lengths
ADAM124/COLOUR

Aquamac 124

To Order & Specify Please quote
ADAM/TYPE/COLOUR/COIL SIZE
For Example
ADAM21/W/100M  or  ADAM63/BLK/300M

Schlegel Rebated Range
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■ Q-Lon Seal Performance not affected by painting over

■ Excellent Memory

■ Low Friction

■ 10 Year Life Span

Schlegel Retro Fit Range

Exterior / Interior door and window perimeter seal.

ADAMRET21BB   
Brown  PVC-u Box Carrier with a Brown Q-Lon Seal  2050mm     
ADAMRET21BW   
White  PVC-u Box Carrier with a White Q-Lon Seal  2050mm       

Qlon Retro 21 B                                            
Exterior / Interior door and window perimeter seal.

ADAMRET21LB   
Brown  PVC-u H Carrier with a Brown Q-Lon Seal  2050mm      
ADAMRET21LW   
White  PVC-u H Carrier with a White  Q-Lon Seal  2050mm     

Qlon Retro 21 L

Exterior / Interior door and window perimeter seal.

ADAMQLSBSB 
Brown  PVC-u Box Carrier with a Brown Q-Lon Seal  2050mm       
ADAMQLSBSW  
White  PVC-u Box Carrier with a White  Q-Lon Seal  2050mm      

Q-Lon SBS                                                                                                               
Exterior / Interior door and window perimeter seal.

ADAMQLPSB  
Brown  PVC-u H Carrier with a Brown Q-Lon Seal  2050mm    
ADAMQLPSW   
White  PVC-u H Carrier with a White  Q-Lon Seal  2050mm       

Q-Lon PS                                                           

Interior door and window perimeter seal, ideal for sliding applications.

ADAMPSB    
Brown  PVC-u Box Carrier with a Brown Pile Seal  2050mm      
ADAMPSW   
White  PVC-u Box Carrier with a White Pile Seal  2050mm       

Sharkseal PS                                             
Interior door and window perimeter seal, ideal for sliding applications.

ADAMSBSB   
Brown  PVC-u Box Carrier with a Brown Pile Seal  2050mm    
ADAMSBSW   
White  PVC-u Box Carrier with a White Pile Seal  2050mm       

Sharkseal SBS 
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For doors or windows to function, they must have gaps between their
edges and the frame. These gaps are there to allow easy opening and
closing and to accommodate normal building movement. However,
these gaps can also allow the intrusion of:

■ Sound

■ Fire and Smoke

■ Rain

■ Cold draughts, dust and embers

■ Light

■ Insects and Vermin, and also the leakage of energy;

■ Heating

■ Air conditioning.

Specification

You may find that a door will be required to fulfil several functions at
once, such as security, fire and weather control. If this is the case, you
will need to consider seals which will achieve the desired objectives
but not interfere with other door hardware.

When choosing your Raven seal, you should consider:-

■ does it provide the required protection?

■ does it provide that protection without 
impeding the normal use of the door?

■ Is it compatible with the construction
of the door and other hardware?

■ is it suitable for the projected level of use

Suitability, is it suitable for the door configuration?

■ single leaf, butt hinged inward or outward opening

■ two leaves, butt hinged inward or outward opening

■ one only active leaf 

■ rebated or plain meeting stiles

■ revolving, sliding, bi-fold or pivot hung

■ single or double

■ wood, metal, glazed.

The situation, is it intended for external, internal, residential, 
commercial fire door and so on. Each Raven item has been assigned 
a level indicating its suitability for the severity of the installation:

H (Heavy Duty)
M (Medium Duty)
L (Light Duty)

Adjustability

Many Raven seals have some degree of adjustability and can be 
adjusted without removing the door or window. Thus maximum
efficiency can be maintained in the event of minor building or door
movement.

A guide to the specification of Raven Seals

Door Sets

Seals to suit the total door frame are available 
in standard or long sets.

Standard door sets:
A single doorset consists of:
2 no perimeter seals, 2100mm long
1 no perimeter seal, 1000mm long

A double doorset consists of:
3 no perimeter seals, 2100mm long

Long sets have jamb lengths of 2750mm instead of 2100mm.
Specify catalogue number and preferred configuration of installation. 
If required, coloured finishes should be specified. Where other part
numbers are referenced the appropriate page is prefixed with a p 
and shown in italics.

It should be noted that this catalogue contains a range of items 
collated specifically with the UK market in mind. If different product 
solutions are required please contact Astroflame direct.

Illustrative Icons

Acoustic

Ambient (cold) Smoke 
up to 70oC

Medium Temp. Smoke 
200oC for 30 minutes (Smoke Doors) 

Fire & Hot Smoke 
Fully developed fires exceeding 600oC 
and hot smoke beyond 200oC (Intumescent Fire Seals)

Insects and Vermin

Weather

Energy, Draughts & Dust

Fire 
(approved)

Access & Mobility

Light
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Approved Document ‘E’ - 
Resistance to the passage of sound

As of the 1st July 2003 the revisions to this document make reference
to the acoustic performance of floors, walls, ceilings and doorsets and
specify the performance level that MUST be achieved in order remain
compliant with The Building Regulations.

The fundamental requirement is for the protection against sound from
other parts of the building or adjoining buildings for houses, flats and
other rooms for residential purposes, including student and nurses’ 
accommodation, hostels, hotels or any building where more than one
person or family is living. For the first time, in these regulations,
doorsets are specifically referenced and their acoustic performance is
specified, dictating that the door density should be at least 25kg/m2 
or a minimum sound reduction index of 29dB/Rw as per the criteria
defined in BS EN ISO 140 and rated as per the requirements of 
BS EN 717.

Doc E recognises that a doorset without acoustic seals around the
perimeter and the threshold will be unlikely to meet the requirement
without the addition of a proven acoustic sealing system. In Requirement
E4, Doc E reference ‘’new acoustic conditions in schools’’ covering all
educational establishments and addressing the very specific requirements
of Building Bulletin 93 ‘’The Acoustic Design of Schools’’ where
doorsets are to achieve 30 dB/Rw for all areas except music room
where 35 dB/Rw is specified. The requirements of Document E now
very specifically place acoustic performance requirements on the
doorset in order for the building to comply with the duty of care 
imposed by The Building Regulations.

What is the easiest way 
to meet the requirements of Doc E?

Achieving the requirements of Doc E is not complicated. Astrodraft’s
new range of Acoustic Control Packages make specification and 
ordering quick and easy. The ground rules to remember for good
acoustic sealing of doorsets are within these four basic guidelines:

■ Ensure the door construction is of solid core construction and, at 
least, meets the density requirement of the Approved Document.

■ Specify a suitable acoustically rated perimeter seal to go around 
the head and jambs, for example the RP120 [12mm x 12mm] 
Delta seals.

■ Ensure the threshold/door bottom is sealed with an automatic 
door bottom seal such as the RP8si onto a threshold plate, for 
example, an RP66 for carpeted areas or RP82 for hard floor 
surfaces

■ To meet the requirements of the extra weight of the door leaf 
due to extra width and reduced door closure forces as 
required for Part M compliance and the increased weight of the 
door construction as required by Part E and B, ensure you 
specify the appropriate hinge for the performance requirements.

With all these elements in place and correctly adjusted then the 
expected performance based on a nominal thickness 44–45mm thick
door leaf will be 32dB/Rw. Document E calls for 29dB/Rw but practical
evidence means you should usually allow for the loss of 1–2 dB/Rw 
on-site due to performance losses through the floors, walls and ceilings.

Astrodraft offer 3 standard Acoustic Control Packages 
to meet the requirements of Doc E, these being:

■ non-fire rated acoustics only
■ FD 30S 1/2 hour fire/smoke + acoustics
■ FD 60S 1 hour fire/smoke + acoustics.

Where seals meet the requirements under Doc E, products 
or solutions are denoted with an acoustic symbol.

Approved Document E, 
Document M, Document B and seals

Approved Document ‘M’ - 
Access to and use of buildings and 
The Code of Practice BS 8300: 2001 A: 2005.

As of 1st May 2004, the revisions to Approved Document M 
‘Access to and use of Buildings’ mean the selection of ironmongery
on doorsets located on accessible routes needs to be carefully 
considered  in order to ensure compliance not only with AD ‘M’ 
but also BS 8300.

AD ‘M’ gives the minimum standard for access provision and, aims 
for a more inclusive approach to design; it states, “reasonable 
provision is to be made for people to gain access to and use the
building and its facilities and is (including its amendments) the most
contemporary design guidance published. These regulations affect 
all new buildings and extensions to existing buildings. 

Consideration should be given to ALL components of a doorset 
which when fitted increase the force required to open or close the
door. At the same time products that make access difficult, for 
instance, threshold plates, weather seals and threshold seals need to
be carefully selected and specified. Hinge friction, latch bolt resistance
and air pressure differentials created by air conditioning and natural air
flows can affect both fire and non-fire doors. Doorsets designated as
fire and smoke resisting are subjected to the additional burden of
smoke seal resistance, and crucially ‘resistance’ to a mechanical 
door closing device.

BS8300
Contains many of the requirements above BS 8300 was written 
before AD ‘M’ however and some sections offer different guidance 
to that of AD ‘M’. Amendments have been made to BS 8300 which
are also incorporated into a Technical Memorandum for AD “M” which
the Office of the Deputy Prime Minister has published. By this route
the two documents will be aligned and now provide non-conflicting
advice. Astrodraft’s Raven door sealing solutions not only make 
access easier but also offer minimum resistance for effective door 
operation.

Thresholds - accessible entrances
Under AD ‘M’ routes from the exterior across the threshold should
provide weather protection and not present a barrier for wheelchair
users or a trip hazard for other users.A level threshold is preferred, 
especially for doors in frequent use, external and internal door 
thresholds should be no higher than 15mm and incorporate 
chamfered or pencil rounded corners. Vertical surfaces should be 
no greater than 5mm. Where thresholds or door bottom seals are 
particularly suitable for use in an inclusive environment, products 
are denoted with a wheelchair symbol. 
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Approved Document ‘B’ - 
Fire Safety

The 2000 edition of Approved Document B “Fire Safety” identifies 
situations where fire resisting doorsets described as ‘fire doors’ are
needed, as well as specifying the level of protection required and
refers to the appropriate test standards. Appendix B sets out specific
requirements for fire doorsets and their testing. BS 476 Pt 22: Method
for the determination of fire resistance on non load-bearing elements
of the construction. Part 22 is now being replaced by the new 
European standard BS EN 1634-1:2000 ‘Fire Resistance tests for
doors and shutter assemblies’. This is a far more onerous standard
than BS476 and it is important to ensure products selected and 
specified meet this new requirement.

Within Approved Document B certain doorsets within a building 
are identified as where smoke control doorsets are required; tested 
to BS476 Section 31.1. BS 476 Pt 31 Section 31.1 1983 Method 
for measuring smoke penetration through doorsets and shutter 
assemblies. Those doorsets identified as smoke control doors 
designated by a S after the fire rating i.e. FD30S, FD60S etc should
have’ a leakage rate not exceeding 3m3/m/hr from the head and
jambs when tested at 25Pa pressure.

Where products are suitable for use on fire or smoke 
doors, products are denoted with the below symbols.

Approved Document E 
“Resistance to the passage of sound”

Under the requirements of Approved Document E there are 
several new and amended regulations that need to be considered
in relation to specifying doorsets and acoustic seals. 

The main points are:
■ Requirement E1 - Rooms for residential purposes
■ Internal walls to achieve 40dB/Rw
■ Performance of doorsets. Each separate accommodation unit 

to achieve resistance to the passage of sound of at least
29dB Rw. All doorsets to incorporate acoustic seals.

■ Special acoustic conditions for schools, Building Bulletin 93,
these being:

Type of Space Wall including
used by Students Glazing Doorset
All spaces except Music Rooms 40 dB/Rw 30 dB/Rw
Music Rooms 45 dB/Rw 35 dB/Rw

The weighted sound reduction index, 
Rw of a wall containing a doorset
Example: Office adjoining factory area. Noise at source 
is 80dB/Rw. Required noise level in office is 40dB/Rw. 
Performance of wall & door required is: 80 - 40 = 40dB/Rw.

Criteria for selection of doorset
Establish % of wall area occupied by doorset (assuming the
doorset is 10% of partition [40db/Rw]), therefore 29db/Rw doorset
will achieve an overall acoustic performance of 37dB/Rw.

Ambient (cold) Smoke 
up to 70oC

Medium Temp. Smoke 
200oC for 30 minutes (Smoke Doors) 

Fire & Hot Smoke 
Fully developed fires exceeding 600oC 
and hot smoke beyond 200oC (Intumescent Fire Seals)

Fire 
(approved)

Helping reduce the amount of sound that passes through a doorway 
is one of the most common and important applications for door seals.
Raven acoustic seals provide an excellent barrier to airborne sound
and help ensure that the acoustic attenuation provided by a doorset
(the frame and doorleaf along with the seals) is, in many cases, 
equivalent to the wall or partition into which it is installed.

Raven acoustic seals also help isolate buildings from external noise, 
for example, from the noise generated from roads, railways and airports
and help isolate rooms from airborne noise, for example; from plant
and machinery, theatres, cinemas, creches, dental and doctor’s 
surgeries, stairwells, passages, interconnected hotel rooms and 
adjoining apartments.

Approved Document E states a minimum Rw29 is required, Raven
acoustic seals meet or exceed this requirement. Raven acoustic seals
are widely used internationally in airports, hotels, offices, hospitals,
homes and anywhere noise infiltration occurs through doors.Their 
effectiveness is best illustrated by the repeated use of Raven acoustic
seals by architects, acoustic consultants, door manufacturers, engineers
and project builders. The performance of Raven door seals are routinely
tested by internationally accredited organisations. 

Introduction to Acoustics
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A medium temperature smoke automatic door bottom seal with 
an extruded silicon sealing component. RP8Si is spring loaded to 
lift clear of the floor as soon as the door leaf is opened by a few 
millimetres. Mounted into a 15mm x 34mm groove that has been
morticed into the bottom edge of the door, it is operated automatically
by pressure against the door jamb on its adjusting block (strike).

Location: Single and double, butt hinged doors.
Min/Max Gap: 3mm/13mm.
Seal Sizes (mm): 1220, 1070, 920, 820, 600, 380. 
Seals cut back to exact size, 295mm min.
Standard Finish: Anodised Satin Clear.
Durability tested to over 1,000,000 cycles without failure.
Optional stainless steel rounded escuthcheon plate RP8cp2
Escutcheon Plate Dimensions Rounded: 22mm wide, 57mm high,
(22Ømm router bit) 1.2mm thick. Rectangular: 22mm wide, 60mm
high, 1.2mm thick.

RP8Si

Acoustic Door Bottom Seals - Automatic

The RP35Si is a surface mounted version of the RP8Si designed 
for easy installation and post door hanging fitting. A medium 
temperature automatic smoke/acoustic door bottom seal with an
extruded silicon sealing component. RP35Si is spring loaded to 
lift clear of the floor as soon as the door leaf is opened by a few
millimetres and is operated automatically by pressure against the
door jamb. 

Location: Single and double, butt hinged doors. 
Min/Max Gap: 3mm/13mm. 
Seal Sizes (mm): 1220, 1070, 920, 820, 600, 380. 
Seals cut back to exact size, 295mm min. 
Standard Finish: Anodised Satin Clear. 
Durability tested to over 1,000,000 cycles without failure.

Approvals
Acoustic: UK/EU: Conforms to Approved Document E. Tested 
to BS EN ISO 140.3, BS EN ISO 717.1, BS 2750,BS 5821.

Fire & Smoke: AUS/NZ: Conforms to BCA Spec. C3.4. Tested to
AS 1530.4, AS/NZS 1905.1 & AS/NZS 1530.7. UK/EU: Conforms
to Approved Document B. Tested to ISO CD 5925-1 (similar to BS
EN 1634.1, BS 476 Part 20 & 22, Sec. 31.1).

H
RP35Si

M

A medium temperature smoke door bottom seal with an extruded 
silicon sealing component. The RP38Si is a heavy duty automatic seal
which is spring loaded to lift clear of the floor as soon as the door leaf
is opened by a few millimetres. The seal is operated automatically by
pressure against the door jamb on the adjusting screw. It seals when
the door closes, retracts automatically when the door is opened and
is self levelling. RP38Si can be face mounted or semi-morticed. It is
adjustable for left and right handed operation.

When semi morticing RP38Si into double doors that require
rebated meeting stiles, specify 50mm minimum door thickness. 
With plain meeting stiles, specify 40mm minimum thickness. 

Location: Single and double butt hinged door bottoms.
Min/Max Gap: Up to 13mm.
Seal Sizes (mm): 1500, 1220, 1070, 920, 610, 450. 
Seals cut back to exact size, 300mm min. 
Longer lengths to special order.
Standard Finish: Anodised Satin Clear 
Durability tested to over 1,000,000 cycles without failure.

H RP38Si
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The RP70Si automatic door seal is the fully morticed version of the
RP38Si door seal. When using RP70 door bottom seal, the door 
must be a minimum of 45mm thick and of suitable construction for
morticing this seal. It is reversible for left and right handed operation.

Location: Single or double butt hinged doors, 
minimum thickness 45mm.
Min/Max Gap: Up to 13mm.
Seal Sizes (mm): 1500, 1220, 1070, 920, 610, 450. 
Seals cut back to exact size, 300mm min. 
Longer lengths to special order.
Standard Finish: Anodised Satin Clear 
Durability tested to over 1,000,000 cycles without failure.
Note: For double doors, plain meeting stiles are required.

H RP70Si

RP92 is a heavy duty automatic door bottom seal, which is spring
loaded to lift clear of the floor as soon as the door leaf is opened by a
few millimetres. RP92 is designed for butt hinged doors with large gaps
and can accommodate ramped floors/sills with gradients up to 1:5.

Particularly suitable for wheelchair access ramps where large 
clearances are necessary under inward opening doors. Larger gaps
can be accommodated if set lower on the door bottom and smaller
gaps if set higher on the door bottom (user determined).

Location: Timber or aluminium single and double butt hinged doors.
Min/Max action sealing gaps: 25mm to 55mm.
Seal Sizes (mm): 1220, 1070, 920, 820. 
Seals cut back to exact size, 600mm min.
Standard Finish: Anodised satin clear.
Durability tested to over 500,000 cycles without failure.

H RP92

RP99 is a heavy duty automatic door bottom seal which is spring
loaded to lift clear of the floor as soon as the door leaf is opened by 
a few millimetres. An acoustically designed seal for face mounted,
semi morticed or fully morticed applications. It is operated automatically
by pressure against the door jamb on its adjustment block. RP99 seals
when the door closes and retracts automatically when the door is opened.

Location: Solid core single and double butt hinged doors. 
Face fix, fully and semi morticed applications. 
Minimum door thickness 40mm recommended.
Min/Max Gap: 1mm/19mm
Seal Sizes (mm): 1220, 1070, 920, 820, 720, 600, 380. 
Seals cut back to exact size, 295mm min. 
Standard Finish: Anodised Satin Clear 
Durability tested to over 1,000,000 cycles without failure.
Note: Face mount aluminium angle and all escutcheon 
plates included.

H RP99Si

A face mounted automatic door bottom seal which is spring loaded 
to lift clear of the floor as soon as the door leaf is opened by a few 
millimetres. The RP60 is operated automatically by pressure against the
door jamb on its adjusting screw, and it incorporates concealed fixings.

Location: Single or double butt hinged doors.
Min/Max Gap: 3mm/15mm.
Seal Sizes: 915mm only between door stops, unit cuts
back to 450mm min.
Standard Finish: Anodised Satin Clear.
Durability tested to over 500,000 cycles without failure.

L RP60 (Residential)

Acoustic Door Bottom Seals - Automatic
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Door Bottom Seals

A storm proof door bottom seal where maximum weather protection
is required. The multi blade seal defies rain infiltration. RP4B can be
fitted to the square cut bottom of a door without removing the door,
provided there is a gap of 25mm under the door before the seal is 
installed. It is quick and easy to fit to both door and sill. The sealing
section is slotted for adjustment.

Location: Door bottom and sill of single and double butt 
hinged doors.
Min/Max Gap: 23mm/25mm.
Seal Sizes: Available in 1000mm stock lengths. 
Maximum Length: 3000mm.
Standard Finish: Anodised Satin Clear.

M RP4B Threshold Seal

A weather seal, RP4T easily fits to the bottom of a door. RP4T is 
particularly suitable for roll-up doors. Its fixings are concealed and its
multi blade seal defies rain infiltration.

Location: Roll-up doors. Single and double butt hinged doors 
(if used with threshold plate) or bulkhead applications.
Min/Max Gap: User determined.
Seal Sizes: Available in 1000mm stock lengths. 
Maximum Length: 3000mm.
Standard Finish: Anodised Satin Clear.

H RP4T Door Bottom Seal

A flexible EPDM weatherstrip sweep seal that fits to the bottom the 
door. Ideal for screen doors and sash windows to prevent insects 
from entering. Quick and easy to install to the door bottom, being 
fitted without removing the door, is also ideal for tilt-up doors.

Location: Door bottoms, sash windows. Around stiles of tilt-up doors.
Min/Max Gap: Up to 15mm (user determined).
Seal Sizes: Available in 1000mm or 2250 stock lengths. 
Maximum Length: 3000mm.
Standard Finish: Anodised Satin Clear 
Used in Conjunction: With thresholds RP13, RP82.

M RP5

M A N U F A C T U R E R S  O F  PA S S I V E  F I R E  S T O P  P R O D U C T S

Call 0800 023 2482 to request 
the latest Finger Protection brochure
or view www.astroflame.com 
and click Finger Protection.

For Finger Protection think...

Every year over 30,000 children 
are injured in the UK as a result 
of trapping their fingers in doors.*

*ROSPA STATISTIC
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A concealed sweep type seal which is fitted in a morticed groove 
that has been cut into the bottom of a door. The groove should 
be sufficiently deep to allow packing for adjustment.

Location: Door bottoms, meeting stiles, bumper strip.
Min/Max Gap: 3/8mm (user determined).
Seal Sizes: Available in 1000mm or 2250mm stock lengths. 
Maximum Length: 3000mm.
Standard Finish: Anodised Satin Clear
Used in Conjunction: RP13, RP82 (essential). 

H RP30

H
A heavy duty sweep type seal, similar to RP30 but with greater 
compression, which is fitted to the bottom of a door with concealed
fasteners.The design of the seal does not allow adjustment so it
should not be installed in situations where adjustability is required.

Location: Door bottoms, meeting stiles, bumper strip.
Min/Max Gap: User determined.
Seal Sizes: Available in 1000mm or 2250mm stock lengths. 
Maximum Length: 3000mm.
Standard Finish: Anodised Satin Clear
Used in Conjunction: RP82 (essential). 

RP31

A heavy duty EPDM sweep seal for door bottoms of outward opening
doors. It has slotted holes for the adjustment of its concealed fixings,
behind a push-in cover strip.

Location: Door bottoms, single or double outward opening, 
butt hinged or tilt-up doors can be used as an astragal seal.
Min/Max Gap: 5/20mm (user determined).
Seal Sizes Available: in 1000mm or 2250mm stock lengths. 
Maximum Length: 3000mm.
Standard Finish: Anodised satin clear
Used in Conjunction: Raven threshold plates such as RP19. 

RP26

Fitted in seconds. 
Hours of fire protection.

Recessed switch and sockets are used as the preferred option in
most domestic and commercial buildings, however they are also
the cause of many problems and require special consideration to
meet both Building Regulations and Energy Efficiency concerns. 

A recessed switch or socket penetrates the fire barrier of any fire rated
wall and creates an easy path for fire and smoke to quickly spread
from room to room. Fit an ‘Intumescent Fire and Acoustic Socket 
Box Insert’ from Astroflame, suitable for plastic or metal back boxes,
and you’ll get a full 2 hours protection against the spread of fire -
enough time to protect property and save lives. 

The best advice. 
The best fire safety products.

Intumescent Fire & Acoustic Socket Box Insert

M A N U F A C T U R E R S  O F  PA S S I V E  F I R E  S T O P  P R O D U C T S

Door Bottom Seals

To order call: 0800 023 2482
or view: www.astroflame.com
and click Firestop Products.

H
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Door Frame or Perimeter Seals

RP120 and RP150 are co-extruded PVC, acoustic and smoke seals.
Discreetly located in the protected corners of rebated timber or steel
door frames. RP120 and RP150 are suitable for new and retrofit 
applications.

Location: Around rebated frames of single or double butt 
hinged doors and windows.
Min/Max Gap: 3mm to 5.5mm.
Seal Sizes: Single or double doorsets.
Standard Finish: Black, Brown & White. (PVC)
Fixing Method: Self adhesive. Note: Contact surface must 
be clean, smooth and if painted, well cured.
Seal Material: Rigid and flexible flame retardant PVC
Used in Conjunction: Raven door bottom seals, threshold 
plates and astragal seals.

M
RP120 & RP150 Delta seals™

Seals designed for the gap between the door and the frame (up and down the jamb and across the head of the door) are termed “door
frame or perimeter seals”. These are generally compression seals, some are mounted on the door stop or directly onto a plain frame of
the door, thereby providing a door stop seal. Some seals can be fitted to the door or neatly rebated into the frame itself. 

A neat compact door stop frame seal which has proven to be an 
effective acoustic and medium temperature smoke seal. It is quick
and easy to install onto the door frame as a door stop. It is adjustable,
using concealed fixing slots for a precision fit. The multi blade seal
considerably reduces the leakage of noise, smoke and air movement.
The minimum deflection of the sealing fins creates maximum efficiency,
offering a large tolerance for door movement over time. The seal can
be mitred or butt jointed to give an integrated aesthetic appearance.

Location: Head and jambs of single or double butt hinged doors.
Min/Max Gap: 0mm/10mm.
Seal Sizes: Single or double standard or long doorsets
Standard Finish: Anodised Satin Clear
Used in Conjunction: Raven door bottom seals, astragals and 
thresholds.
Note: If fixed to existing rebated frames of single doors, specify 
a long backset door latch.

M RP10Si

Woven Pile Seal (for Noise Protection). The RP12 sliding door 
seal is designed to limit noise leakage and to control dust and 
air movement. It is quick and easy to install to the door or frame.

Location: Door frames (Head and Jambs).
Min/Max Gap: 6mm/8mm (Prior to installation).
Seal Sizes: Available in 1000 or 2250mm stock lengths. 
Standard Finish: Anodised Satin Clear.
Used in Conjunction: A double row of RP12 seals fitted into 
grooves in the door bottom edge or face mount RP74. 

M RP12
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A heavy duty door seal which has been designed to replace the 
conventional door stop, around the head and jambs of the door frame.
Its excellent acoustic and smoke control qualities make it particularly
suitable in heavy traffic areas that sustain high abuse, such as in 
hospitals, hotels, airports and prisons. Concealed behind an aluminium
cover strip can be found a space for low voltage cable management,
along with adjustable fastener slots for achieving perfect fitment. The
extrusions of this rugged tamper proof seal can be mitred or butt
jointed for ease of installation.

Location: Head and Jambs of single and double butt hinged doors 
or bulk head applications.
Min/Max Gap: 0mm/17mm.
Seal Sizes: Single or double doorsets or 2500mm stock lengths. 
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Raven door bottom seals, astragals & thresholds.
Note: If fixed to existing rebated frames of single doors, 
specify a long backset door latch.

H
RP47Si

An extremely flexible coextruded PVC sweep seal that fits into a 
saw kerf groove cut into the frame or door. It holds tight radii and 
compound curves when bent around a frame. It resists UV, ozone,
mildew and colour change. 

Location: Around sliding doors, door frames and pivot doors.
Min/Max Gap: 6mm to 8mm.
Seal Sizes: 1000mm increments to 200 metre (coil).

Note: for noise, specify two rows of seal.

M RP73

Door Frame or Perimeter Seals

A medium temperature smoke, weather and acoustic seal designed 
for installation onto the door stops. Its aluminium carrier is sturdy and
slotted for adjustment with concealed fixings. It is quick and easy to 
install around the jamb and head and can be fitted without removing 
the door.

Location: Head and jambs on single or double butt hinged doors.
Min/Max Gap: 0mm to 6mm.
Seal Sizes: Single or double doorsets or 2500mm stock lengths.
Standard Finish: Anodised Satin Clear
Used in Conjunction: RP8Si, RP38Si, RP99Si, RP70Si. 

M RP78Si

An adjustable door stop seal for noise, light and smoke. The RP24Si
seal uses independently adjustable fasteners to achieve up to 8mm
sealing adjustment for maximum noise control. The seal can be butt
jointed at the corners of the frame to produce an easily installed 
continuous seal around the door frame, replacing the conventional
doorstop on either steel or timber door frames. It is tamper proof with
fully concealed fasteners to give the seal an aesthetic appearance. If
fixing to rebated frames of single doors, specify a large backset locks.

Location: Head and jamb of single or double butt hinged doors.
Min/Max Gap: 0mm/8mm.
Seal Sizes: single or double doorsets. 
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Raven door bottom seals, astragals & thresholds.
Note: If fixed to existing rebated frames of single doors, specify 
a large backset door latch.

H

RP24Si



ORDER ON-LINE AT: www.astrodraft.com OR CALL: 0800 023 2482

19

Designed specifically for ‘clean room’ applications. Its easy cleaning
aluminium extrusion and flexible smooth silicon sealing section 
considerably reduces sound transmission, is a medium temperature
smoke seal and prevents movement of air borne contaminates, thus
allowing for controlled air ventilation.

Location: Head and jambs for single and double butt hinged doors.
Min/Max Gap: 0mm to 7mm.
Seal Sizes: Single or double standard or long doorsets. 
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Raven door bottom seals, astragals and 
thresholds.

RP84SiH

A weather, smoke and acoustic seal suitable for plain or rebated
frames. RP93Si is quick and easy to install (mitre joint only), to the
head and jambs without removing the door. Slotted for installation 
adjustment, the soft silicon bulb accommodates a tighter seal and,
with a tamper proof cover strip, provides a fit and forget feature.

Location: Head and jambs of single or double butt hinged doors.
Min/Max Gap: 0mm/ 6mm.
Seal Sizes: Single or double doorsets. 
Standard Finish: Cover strip only. Anodised satin clear.
Used in Conjunction: RP8Si, RP38Si, RP99Si, RP70Si.
Note: If fixing to rebated frames of single doors specify a long
backset door latch. The tamper proof aluminium coverstrip is not
recommended for removal once installed, refer RP78Si or RP10Si
for this feature. 

M

RP93Si

A weather, smoke and acoustic seal, suitable for rebated frames.
RP94Si is quick and easy to install, either mitred or butt jointed to
the head and jambs without removing the door. Slotted for installation
adjustment, the soft silicon bulb accommodates a tighter seal and 
with a tamper proof cover strip, provides a fit and forget feature.

Location: Head and jambs of single or double butt hinged doors.
Min/Max Gap: 0mm/6mm.
Seal Sizes: Single or double doorsets. 
Standard Finish: Cover strip only. Anodised satin clear.
Used in Conjunction: Raven door bottom seals, astragal and 
threshold plates.
Note: The tamper proof aluminium coverstrip is not recommended
for removal once installed, refer RP78Si for this feature. 

M
RP94Si

RP118Si is a smoke, weather and acoustic frame seal. It is ideal for
use on outward opening butt hinged doors. Its design accommodates
a latch engagement for a suitable panic exit device at the head the
door. Used in conjunction with the RP117Si threshold plate seal it
provides a complete perimeter seal around the door with a top and
bottom latch engagement for a panic exit device. Its aluminium carrier
is sturdy and slotted for adjustment with concealed fixings. RP118Si
is quick and easy to install (mitre joint) around the jamb and head of
plain or rebated frames and can be installed without removing the door.

Location: Head and jambs on single or double butt hinged doors.
Min/Max Gap: 0mm to 10mm.
Seal Sizes: 1000 or 2000mm stock lengths.
Standard Finish: Anodised Satin Clear.
Used in Conjunction: RP8Si, RP99Si, RP70Si (fully morticed), 
RP117Si (shown). 

H
RP118Si

Door Frame or Perimeter Seals
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Astragal/Meeting Stile Seals

A medium temperature smoke and acoustic astragal seal for use 
with plain or rebated meeting stiles on double doors.The aluminium
trim cleanly conceals the sealing portion of the seal. If necessary the
leg of the aluminium can be cut out (checked) to allow for any locks
and latches. It is used where only one door leaf is active. The seal
also improves security and when two are fitted (one on each leaf),
noise infiltration is greatly reduced.

Location: Meeting stiles of double doors, butt hinged.
Min/Max Gap: 2.5mm/8mm.
Seal Sizes: 2250mm or 2500mm stock sizes.
Standard Finish: Anodised Satin Clear.

M RP16Si

A smoke and acoustic astragal seal designed for plain or rebated
meeting stiles of timber double doors where a centre latch bolt may
be required, or where both doors are active. The sealing portion is
made from silicon rubber which are effective in the sealing of noise
and weather. Two seals are installed onto one door stile, allowing
space for a latch between the seals. The legs of the seals can be 
cut out (checked) to accommodate the latch bolt front plate, thereby 
providing a continuous seal (minimum door thickness subject to 
centre latch and dimensions of morticed door bottom seals). 

Location: Double butt hinged and centre pivot double acting doors.
Min/Max Gap: 3mm to 4mm.
Seal Sizes: 2250 or 2500mm stock sizes.
Standard Finish: Anodised Satin Clear.

M RP71Si

M A N U F A C T U R E R S  O F  PA S S I V E  F I R E  S T O P  P R O D U C T S

Request the Astroflame catalogue for
the full range of Anti-Graffiti paints 
or view www.astroflame.com 
and click Anti-Graffiti.

For Anti-Graffiti Paints think...

Don’t let them 
get away with it!

Clear polycarbonate astragal seals for 10 or 12mm thick frameless
glass doors. Woven pile sealing strip is combined with a weather fin.

Location: Double butt hinged and centre pivot double acting doors.
Min/Max Gap: 8mm.
Seal Sizes: 3000mm stock sizes.
Standard Finish: Clear.

RP103 & RP104

RP103

RP104

M
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Threshold Plates

A low profile threshold plate which is often used in conjunction 
with door bottom seals to prevent rain infiltration.

Location: Door sills.
Sizes: 1000 or 2000mm stock lengths.
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Raven door bottom seals.

M
RP13

A low profile threshold plate used in conjunction with door bottom
seals to prevent noise, rain, draught and smoke infiltration.

Location: Door sills.
Sizes: 1000 or 2000mm stock lengths.
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Raven door bottom seals.

H
RP82

A flush fitting threshold plate for carpet covered floors. Used in 
conjunction with a door bottom seal such as RP8Si or RP38Si. It is
designed to provide an optimum sealing surface, as carpets can 
flatten and thus reduce sealing effectiveness. RP66 has concealed 
fixings with self adhesive aluminium insert.

Location: The carpeted sill of interior doors.
Size: 1000mm or 2000mm stock lengths.
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Raven door bottom seals.

H

RP66

A heavy duty ribbed door threshold plate. 

Location: Door sills.
Size: 1000mm stock lengths.
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Raven door bottom seals.
Note: Varying widths available.
RP29 (width 76mm). RP28 (width 127mm) also in 2250mm stock lengths.

H
RP19

A heavy duty door threshold. The ribbed extrusions can be 
positioned back to back to provide a two way threshold ramp.

Location: Door sill or used to provide a ramp frame 
for wheelchair access and internal door mats.
Sizes: 1000 or 2250mm stock lengths.
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Raven door bottom seals.

H
RP77
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A threshold plate seal particularly suited for outward opening butt
hinged plant room and emergency exit doors. When used in 
conjunction with RP93Si and RP16Si an excellent smoke and
acoustic system is achieved. For acoustic applications the void under
the RP97Si should be filled with sound foam or other suitable material.

Location: Door sills abutting outward opening butt hinged plant 
room or emergency exit doors.
Min/Max Gap: Compression of seal 0mm/2mm.
Size: 1000mm stock lengths.
Standard Finish: Anodised Satin Clear.
Note: Specify order length wider than door opening to 
provide a neat detail at door frame (see illustration).

H RP97Si

The RP117Si is a weather, smoke and acoustic threshold plate seal
suited to outward opening butt hinged doors. It is ideal for use with 
a panic type exit device (by others). For acoustic applications the void
under the threshold should be filled with sound foam or other suitable
material (by others).

Location: Door sills. (Butt hinges recommended).
Sizes: 1000 or 2000 stock lengths.
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Raven door frame seals, RP118Si 
and suitable panic type exit devices.

H
RP117Si

Threshold Plates

A low profile threshold plate used in conjunction with door bottom
seals to prevent rain, draught, smoke and noise infiltration.

Location: Door sills.
Sizes: 1000mm or 2000mm stock lengths.
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Raven door bottom seals.

H
RP95

A low profile threshold plate used in conjunction with Raven door 
bottom seals to prevent rain, draught, smoke and noise infiltration.

Location: Door sills.
Sizes: 1000 or 2250mm stock lengths.
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Raven door bottom seals.

H RP115

A heavy duty threshold plate. RP98 can be positioned back to back
to provide a two way ramp. RP98 is ideal for commercial shopfronts
providing a neat ramp detail between carpets or tiles at doorways.

Location: Door sill or ramp frame for wheelchair access 
and internal door mats.
Size: 1000mm stock lengths.
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Raven door bottom and door frame seals.
Note: Specify order length wider than door opening to provide 
a neat detail at door frame (see illustration).

H

RP98
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Brush Strip Seals

The versatility of brush strip and ease of installation makes it particularly
suitable for sealing difficult applications such as sliding, revolving, pivot
and roll-up doors against smoke, odours, draughts, dust, insects and
light, and for the retention of air conditioning.

Brush strip sealing is recognised as solving draught problems where
heavy duty use is required in areas such as public transport applications.
Tests have proven that minimal wear occurs with prolonged use to 
either brush or contact surfaces. Dense black nylon bristles are locked

into a galvanised steel strip which is then generally fitted into an 
aluminium holder. The aluminium holder will take all bristle lengths,
and the adhesive PVC foam tape is standard on most aluminium
holders. 

Note: Raven use nylon filament due to its significantly superior 
performance over cheaper materials such as polypropylene in these
applications. Raven nylon brush strip withstands temperatures up 
to 200ºC for 30 minutes without significant deterioration.

A nylon brush strip seal that is ideal for installations where 
larger gaps are encountered.

Location: Door bottoms, single, double or sliding.
Min/Max Gap: Up to 25mm (user determined).
Seal Sizes: 1000 or 2250 stock lengths.
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Raven threshold plates.

RP15H

A versatile nylon brush seal with a 90° angle aluminium carrier.

Location: Door frame, door stiles of sliding doors 
(user determined).
Seal Sizes: 1000 or 2250 stock lengths.
Standard Finish: Anodised Satin Clear.

RP49

A nylon brush seal with a self adhesive aluminium carrier. Mounted 
to the inside or outside door head and bottom face, RP74 provides 
a very neat sealing solution with the advantage of final on site 
installation which overcomes unforeseen floor or sill variation.

Location: Door bottoms, single, double or sliding and double acting.
Min/Max Gap: Up to 13mm (user determined).
Seal Sizes: 1000 or 2250 stock lengths.
Used in Conjunction: Raven threshold plates.

RP74H

As RP74 above but with a 19mm brush.

Location: Door bottoms, single, double or sliding and double 
acting. Stiles on tilt up doors.
Min/Max Gap: Up to 19mm (user determined).
Seal Sizes: 1000 or 2250 stock lengths. 
Used in Conjunction: Raven threshold plates.

RP75
H

H
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Magnetic Seals

A refrigeration type vinyl magnetic strip in an anodised aluminium
housing, which provides a very tight seal for steel clad doors and
jambs, and may be used as a stop. For timber doors, a thin steel strip
can be attached to the door face. The magnetic strip has sufficient
closing strength that latches are not required. It can also be used in
pairs on meeting stiles of timber doors.

Location: Single or double doors, sliding doors and stiles, heads
and jambs or bulk head applications. Butt hinges recommended.
Min/Max Gap: 4mm to 8mm (meeting stiles).
Standard Finish: Anodised Satin Clear.
Seal Size: 2250mm stock lengths
Used in Conjunction: Door bottom seals.
Note: As an astragal seal, RP39 is not recommended for highly 
active doors, i.e. it is best suited to infrequent use and door
closer hold-open applications.

M RP39

A magnetic seal that is fixed to the head and jambs as a door stop
where steel clad doors are used. For timber doors, a thin steel strip 
can be attached to the door face. The magnetic strip has sufficient
closing strength that latches are not required.

Location: Head and jamb for single and double broad 
butt hinged doors.
Min/Max Gap: 0-4mm (user determined).
Seal Sizes: single or double doorsets 
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Door bottom seals and astragal seals.
Note: If fixing to rebated frames of single doors, 
specify a large backset door latch.

M

RP85

A refrigeration type PVC magnetic strip in an anodised aluminium 
channel, that is morticed into the stiles of hardwood double timber
doors, either pivot, sliding or butt hinged, to form an effective astragal.
It provides a very positive seal and has sufficient closing strength that
latches may not be required.

Location: Double swinging doors and sliding door meeting stiles.
Min/Max Gap: 5mm to 7mm. (swing doors).
Seal Size: 2250 stock lengths.
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Door bottom and frame seals.

Note: Centre latching cannot be used in this configuration. 
The aluminium channel is designed to fit into a 16.5 x 12mm 
mortice. The magnetic seals are locked to prevent ‘creeping’.
RP65 is not recommended for highly active doors. i.e: best 
suited to infrequent use and door closer hold open applications.

M
RP65
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Self Adhesive Seals

The RP14 below is an open cell foam adhesive weather seal for doors
and windows. Quick and easy to install, it works well in eliminating
draughts and rattles and cushioning applications. Further down are 

superior quality self adhesive door and window frame weather strip.
These soft rubber EPDM seals are set into the corners between 
the door stop and frame providing a compression seal.

Polyester foam adhesive weather seals which 
are available in white or charcoal, (RP14B white only).

Location: Around door and window frames.
Min/Max Gap: 3/5mm (user determined).
Seal Sizes: 5m coil (RP14b 2.5m lengths).

RP14, RP14A, RP14B

Available in white or brown.

Location: Around door and window frames.
Min/Max Gap: 3/5mm (user determined).
Seal Sizes: 5m coil pack length (2x2.5m).

RP48
L

L

Available in white or brown.

Location: Around door and window frames.
Min/Max Gap: 3/6mm (user determined).
Seal Sizes: 5m coil pack length (2x2.5m).

RP55L

Available in white or brown.

Location: Around door and window frames.
Min/Max Gap: 2/4mm (user determined).
Seal Sizes: 5m coil pack length (2 x 2.5m).

RP59L

A self adhesive soft woven pile draught seal which 
is ideal for sliding door and window applications. 
Polypropylene fibre seal in grey.

Location: Around window and door frames.
Min/Max Gap: 3/5mm (user determined).
Seal Sizes: 5m (max). Can be cut to length required.

RP61L

Available in grey or white.
A multi purpose self adhesive EPDM  compression seal.

Location: Multi-use (user determined).
Min/Max Gap: 6/8mm (user determined).
Seal Sizes: 2m coil pack.

RP108
L
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Acoustics
What combination of acoustics seals do I need to 
achieve acoustic performance in the mid 30dB/Rw?

RP10si around the head & jambs. 
RP38si threshold seal on door bottom 
face fixed or semi-morticed or RP99si.
RP66 Threshold plate for carpet or RP82 
or similar for hard floor finishes. 
Meeting stiles pairs of doors RP16si or RP71si. 

Weather
I have an exterior door exposed to wind and rain - 
what combination of seals will give me a good level 
of sealing against the elements?

Head & jambs RP78si or RP94si.
Door bottom seal RP4.
Pair of doors - Meeting stiles RP16 or 71.
Alternative spec for door bottom RP4T 
with RP77 or RP95 for less extreme conditions.

Large gaps at the door bottom 
I have a door in a heritage building which I am not allowed 
to replace but need to seal a very big gap at the door bottom,
how do I achieve this?

Use a RP92 which will fill a gap up to 55mm 
with a suitable threshold plate RP82 or RP66. 

Large gaps at the door head
I need a concealed transom and it’s going to leave 
a gap at the doors head. How can I seal this?

Some concealed door closers create a 8mm gap at the head of the
door which if it is a fire/smoke doorset is unacceptable for smoke
control. A standard intumescent brush or slide flipper are only designed
to cover a 4mm gap, so in addition a brush strip is needed. Use a
RP74. 

It is ideal as the 13mm brush easily fills the space. Full test evidence
available up to 200°C. 

Pairs of 180o Double swing doors
(Pivot mounted doors)

I need to seal for both smoke and acoustics how 
can this be achieved on double swing doorsets?

TWO rows of RP71Si on the jambs, stiles, heads and ONE on the
meeting stiles. The plain meeting stile should be slightly rounded to
provide a smooth engagement with the stile with the seal. Automatic
Door Bottom seals will NOT work in a pivot doorset arrangement, so
sealing at the bottom of the door needs to be passive (e.g. using the
RP73). 

Privacy seals for accessible WC’s 
I have a double action single door on an accessible WC 
and bathroom. How can I maintain privacy for the users?

Privacy issues on the jambs need to be taken into account for e.g
hospital bathrooms, as there is no frame stop on the hinged edge 
of the door and there must be clearance for the pivots to operate.
Where this situation exists the gap makes private rooms less than 
private, fitting of a seal to that back edge should be considered.
ONE row of RP500 on the jamb, stile and head.

I need seals for a cleanroom environment/air regulation in 
a hospital, which will also give me acoustic performance?  

Head & jambs RP84si doorset kit.
Door bottom seal RP8si.
Threshold Plate RP66 or 82 (low profile threshold).

Sliding Doors
How do I seal sliding doors?

With sliding doors, the key question is, what are you trying to seal? 
In general RP73 or RP12 should be used around the head and jambs
and a brush seal along the threshold.

If you have a question or query that we haven’t covered here, 
please call us on 0800 023 2482 and we’ll do our best to answer it.

Raven Questions and Answers

D R A U G H T  &  W E A T H E R  S E A L S
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Passive Fire Protection from Astroflame

Visit www.astroflame.com and click ‘Firestop Products’

Socket 
Box Insert 
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Putty

Intumescent
Acoustic
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Loft Cover
Vapour Seal

Fire Rated
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Canopy
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Cable Tray
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Duct Sleeve
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Vent Sleeve

Intumescent
Expansion
Joint Seal

Fire Resistant
Mortar

Intumescent
Pillows

Intumescent
Acoustic
Mastic

Fire Rated
Acoustic
Foam

Fire Proof
Paints

T 0800 023 2482 F 0800 023 2483 E sales@astroflame.com   www.astroflame.com 

To order any of the products above, please contact:



UK OFFICE

Astroflame Fireseals Ltd, Unit 8, The I.O. Centre
Stephenson Road, Segensworth, Fareham, England PO15 5RU

T 0800 023 2482 (01329 844500)  Tel Intl +44 1329 844500
F 0800 023 2483 (01329 844600)  Fax Intl +44 1329 844600
E sales@astroflame.com

www.astroflame.com   www.astrodraft.com

As part of our policy of ongoing improvements, we reserve the right to modify, alter or change product specifications without giving notice. Product illustrations are representations only. All information contained in this catalogue is provided for guidance only, and
as ASTROFLAME FIRESEALS LTD has no control over the installation methods of the products, or of the prevailing site conditions, no warranties expressed or implied are intended to be given as to the actual performance of the products 
mentioned or referred to, and no liability whatsoever will be accepted for any loss, damage or injury arising from the use of the information given of products mentioned or referred to herein. The information in this catalogue to the best of our knowledge is true and
accurate and based upon current test data and is supplied for your guidance only. Customers should satisfy themselves to the suitability of the product in its intended use and no guarantee is given or implied since the conditions of actual use are beyond our 
control. ASTROFLAME FIRESEALS LTD, disclaim any liability for loss, damage or other expense arising from the use of information, data or products mentioned or referred to and reserve the right to change any details or specifications without notice.
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AUSTRALIA - australia@astroflame.com

BRAZIL - brazil@astroflame.com

CHILE - chile@astroflame.com

CHINA - china@astroflame.com

CYPRUS - cyprus@astroflame.com

DUBAI - dubai@astroflame.com

EGYPT - egypt@astroflame.com
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FINLAND - finland@astroflame.com

FRANCE - france@astroflame.com

HOLLAND - holland@astroflame.com

HONG KONG - hongkong@astroflame.com

ICELAND - iceland@astroflame.com

INDIA - india@astroflame.com

ITALY - italy@astroflame.com

LATVIA - latvia@astroflame.com

LITHUANIA - lithuania@astroflame.com

MALAYSIA - malaysia@astroflame.com

MALTA - malta@astroflame.com

NORWAY - norway@astroflame.com

PORTUGAL - portugal@astroflame.com

RUSSIA - russia@astroflame.com

SINGAPORE - singapore@astroflame.com
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SPAIN - spain@astroflame.com
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USA - usa@astroflame.com
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